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NEW QUESTION: 1

FabricPath switch- id is 25 and load-balance is configured for
L3/L4 and rotate amount is 14 byte. What information is true
about FabricPath switch-id?
A. FabricPath topology requires manual configuration of
switch-id which has a range from 1 to 4095
B. Every FabricPath must have a manually configured switch-id
for it to form a FabricPath topology
C. You do not have to manually assign a switch ID unless you
are running a virtual port channel plus (vPC*) because the
system assigns a switch ID for you when you enable FabricPath

D. FabricPath topology requires manual configuration of
switch-id which has a range from 1 to 4099
Answer: C
Explanation:
Explanation/Reference:
Explanation:
fabricpath switch-id (vPC)
To configure a virtual port channel plus (vPC+) switch ID, use
the fabricpath switch-id command. To remove the FabricPath
switch from a vPC domain, use the no form of this command.
fabricpath switch-id switch-id no fabricpath switch-id [
switch-id ] Usage Guidelines You do not have to manually assign
a switch ID (unless you are running a vPC+); the system assigns
a switch ID for you when you enable FabricPath.
Note: You must assign the same vPC+ switch ID to each of the
two vPC+ peer devices before they can form an adjacency.
This command requires an Enhanced Layer 2 license.
Examples:
This example shows how to configure a vPC+ switch ID on a
FabricPath-enabled device:
switch# configure terminal
switch(config)# vpc domain 1
switch(config-vpc-domain)# fabricpath switch-id 1
Configuring fabricpath switch id will flap vPCs. Continue
(yes/no)? [no]
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NEW QUESTION: 3

You are investigating issues with two gateway cluster members
that are not able to establish the first initial cluster
synchronization. What service is used by the FWD daemon to do a
Full Synchronization?
A. TCP port 443
B. UDP port 8116
C. TCP port 257
D. TCP port 256
Answer: D
Explanation:
Explanation
Synchronization works in two modes:
* Full sync transfers all Security Gateway kernel table
information from one cluster member to another. It is handled
by the fwd daemon using an encrypted TCP connection.
* Delta sync transfers changes in the kernel tables between
cluster members. Delta sync is handled by the Security Gateway
kernel using UDP multicast or broadcast on port 8116.
Full sync is used for initial transfers of state information,
for many thousands of connections. If a cluster member is
brought up after being down, it will perform full sync. After
all members are synchronized, only updates are transferred via
delta sync. Delta sync is quicker than full sync.

NEW QUESTION: 4
The network administrator has been investing bandwidth issues
between the central office and remote sites where
location-based CAC is implemented. What does the Cisco Unified
Communication Manager "Location Out Resources" counter
indicate?
A. This counter represents the total number of failed video
stream requests (most likely due to lack of bandwidth) in the
location where the person who initiated the video conference
resides.
B. This counter represents the total number of times that a
call through a location on a particular Cisco Unified
Communications Manager failed due to lack of bandwidth.
C. This counter represents the total number of times since the
last restart of the Cisco IP Voice Streaming Application that a
Cisco Unified Communications Manager connection was lost.
D. This counter represents the total number of times that a
call through locations failed due to the lack of bandwidth.
Answer: B
Explanation:
https://www.cisco.com/c/en/us/td/docs/voice_ip_comm/cucm/servic
e/8_6_1/rtmt/rtmt/rtpmcm.html
#wp1063631
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